SAVE THESE INSTRUCTIONS

INSTALLATION AND MAINTENANCE
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CT-9003

Designed to be placed on the pipe
under the insulation and padding

ELECTRIC SHOCK OR FIRE HAZARD

READ ALL WIRE SIZING, VOLTAGE REQUIREMENTS AND SAFETY DATA TO B
AVOID PROPERTY DAMAGE AND PERSONAL INJURY S e s PR 4T3 AN

LOW PROFILE SPLICE CONNECTION KIT

Item Qty Description
A 1 Main box
Pressure Seal End
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Kitincludes

{colour) Grommaets

Gaskets for Main Box

Cover for Main Box
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/N WARNING —

1 If after carefully reading these instructions you still have questions regarding installation or operation of this product, call King
Electrical Manufacturing Co. at 206-762-0400 or visit us at www.king-electric.com for assistance.

g ]

It is recommended that the circuit supplying the unit and heating cable have ground fault protection; this is mandatory by
electrical code for some applications in many regions. Consult an electrical inspector to determine the specific ground fault
requirements for your application prior to installation. If you are unsure that your circuit has ground fault protection, consult an
electrician. If a ground fault device trips and cannot be reset, then a fault in the unit or in the roof de-icing cable exists. Do not
attempt to by pass the ground fault device. Bypassing the ground fault device may result in the risk of fire or electrical shock.
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1 The unit must be kept dry; the unit is not water resistant and will fail if directly exposed to the weather.

1 Al roof de-icing cables must be installed in compliance with the latest editions of the National Electric Code; Canadian Electrical
Code; State or Provincial Codes; and Local Codes.

1 These instructions must be saved and made available to owners or users of this product and/or transferred to future owners..
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SAVE THESE INSTRUCTIONS

INSTALLATION INSTRUCTIONS

CT-9003 Installation Instructions

1 o [dentify heating cable type.

o Selecteorrect grommet from teble below.

fieating Cable Type Grommet Outer Jacket Quter Jacket _PTC Core
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* Jrier separately

VA

WARNING: Use of the wrong grommet can result in leaks, Structure of Model HTR-CR

cracked components, shock or dielectric failure, and will
invalidate approvals and certifications.
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1 Allow extra heating cable as shown. 1 Firstinsert the Pressure Seal End and then the Grommet onto
each cable.

|  Push braid back to create
a pucker.

I Atpuckerusea

screwdriver to
Do NOT cut the braid. open braid

9§ Lightly score outer jacket.

9 Bend heating cable and
work it through opening
braid

I  Bend heating cable to
break jacket at score, then
peel off jacket.
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